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Änderungen vorbehalten  �  Preisliste zum Download unter www.sommer-technik.com

Z
U

B
EH

Ö
R

KS1 – Schalldämpfer (gesintert) KS2 – Schalldämpfer (Sechskant)

KS5 – Schalldämpfer mit RegulierungKS4 – Schalldämpfer mit Edelstahlgewebe

Bestell-Nr. A F 
[mm]

H 
[mm]

SW 
[mm]

KS2–M5 M5 4,0 15,5 8,0
KS2–1/8 G1/8" 6,0 18,0 13,0
KS2–1/4 G1/4" 8,0 25,0 16,0
KS2–3/8 G3/8" 9,0 33,0 19,0
KS2–1/2 G1/2" 11,0 39,0 24,0
KS2–3/4 G3/4" 13,0 47,0 30,0
KS2–1 G1" 5,0 57,0 36,0

Bestell-Nr. A F 
[mm]

H 
[mm]

SW 
[mm]

KS4–M5 M5 5,0 11,5 8,0
KS4–1/8 G1/8" 6,0 15 13,0
KS4–1/4 G1/4" 8,0 18 16,0
KS4–3/8 G3/8" 9,0 20 19,0
KS4–1/2 G1/2" 10,0 22 24,0
KS4–3/4 G3/4" 10,0 26 30,0

Bestell-Nr. A F 
[mm]

H
min

 
[mm]

H
max

  
[mm]

SW 
[mm]

KS5–1/8 G1/8" 6,0 26,0 28,0 13,0
KS5–1/4 G1/4" 8,0 30,0 32,0 15,0
KS5–3/8 G3/8" 10,0 35,0 38,0 18,0
KS5–1/2 G1/2" 11,0 36,0 39,0 22,0

Bestell-Nr. A F 
[mm]

B  
[mm]

H 
[mm]

KS1–1/8 G1/8" 6,0 12,0 16,0
KS1–1/4 G1/4" 6,0 15,0 19,0
KS1–3/8 G3/8" 8,0 19,0 25,0
KS1–1/2 G1/2" 10,0 23,0 32,0
KS1–3/4 G3/4" 13,0 30,0 52,0
KS1–1 G1" 15,0 38,0 60,0

Reduziernippel ohne Bund

Bestell-Nr. Gewinde Länge
[außen] [innen] [mm]

RN1418 G1/4" G1/8" 8
RN3814 G3/8" G1/4" 9
RN1238 G1/2" G3/8" 10
RN3412 G3/4" G1/2" 14

KFRU... Serie – Drosselrückschlagventil

KFRB... Serie – Drosselventil

Technische Spezifikation
Druckbereich 0...+10 bar
Temperaturbereich 0 °C...+60 °C

Technische Spezifikation
Druckbereich 0...+10 bar
Temperaturbereich 0 °C...+60 °C

Bestell-Nr. A B 
[mm]

C 
[mm]

D 
[mm]

E 
[mm]

F 
[mm]

G 
[mm]

H 
[mm]

M SW 
[mm]

Durchfluss 
[l/min.]

KFRU1/8 G1/8" 32,0 22,0 23,0 13,0 4,5 35,0 17,0 M12x0,75 15,0 5-80
KFRU1/4 G1/4" 40,0 32,0 30,0 22,0 4,5 35,0 22,0 M12x0,75 15,0 8-435
KFRU3/8 G3/8" 56,0 42,0 43,0 27,0 6,5 43,0 27,0 M18x1 24,0 10-820
KFRU1/2 G1/2" 56,0 42,0 43,0 27,0 6,5 43,0 27,0 M18x1 24,0 15-1450

Bestell-Nr. A B 
[mm]

C 
[mm]

D 
[mm]

E 
[mm]

F 
[mm]

G 
[mm]

H 
[mm]

M SW 
[mm]

Durchfluss 
[l/min.]

KFRB1/8 G1/8" 32,0 22,0 23,0 13,0 4,5 35,0 17,0 M12x0,75 15,0 5-80
KFRB1/4 G1/4" 40,0 32,0 30,0 22,0 4,5 35,0 22,0 M12x0,75 15,0 8-435
KFRB3/8 G3/8" 56,0 42,0 43,0 27,0 6,5 43,0 27,0 M18x1 24,0 10-820
KFRB1/2 G1/2" 56,0 42,0 43,0 27,0 6,5 43,0 27,0 M18x1 24,0 15-1450

*) 10 - 19 St. abzügl. 10 %

 
≥ 20 St. abzügl. 15 %


